
Extruded Insulation

Polytetrafluoroethylene (PTFE)

TEMPERATURE (°C)

•	150°C, 200°C, 250°C, 300°C

VOLTAGE

•	300 V, 600 V, 15 KVDC, 25 KVDC, 	

		30 KVDC

CONDUCTOR RANGE/TYPES

•	24AWG - 10AWG, Solid, Stranded, 	

		Nickel-Plated Copper, 			 

		Silver-Plated Copper

APPLICATION

•	Internal wiring of appliances, 		

		electronic equipment or electronic 		

	 gas ignitor systems

FLAME RATINGS

•	Horizontal, VW-1

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES
•	1835, 1180, 1199, 1723, 1911, 		

		3239, 10102, 10475, 1570, 1659, 		

		1815, 1911, 3239, 10475, 10487, 		

		10488, 10722, 10723

OPTIONAL

•	Colored Insulation

•	Optional Coverings1, PTFE, FEP or 	

		PFA with one of more layers at 3 mils 	

		minimum average thickness, Mica 		

		Tape, Glass Braid

Fluorinated Ethylene Propylene 
(FEP)

TEMPERATURE (°C)

•	150°C, 200°C

VOLTAGE

•	300 V, 600 V, 1000 V, 15 KVDC

CONDUCTOR RANGE/TYPES

•	24AWG - 4/0AWG, Solid, Stranded, 	

		Tin-Plated Copper, Nickel-Plated 		

	 Copper, Silver-Plated  Copper or 		

		Copper

APPLICATION

•	Internal wiring of appliances, 		

	 electronic equipment or further 		

		processing into cables

FLAME RATINGS

•	Horizontal, VW-1

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES
•	1331, 1333, 1835, 1886, 1887, 		

		11188, 11189, 11302, 1330, 1332, 		

		1668,1669, 1723, 1900,1901, 3239, 		

		10048,10102, 10588,10970, 11193, 		

		11194, 11330,11332

OPTIONAL

•	Colored Insulation

•	Optional Coverings1, FEP, 10 mils or 

		heavier or glass braid 7 mils or 

		heavier, FEP, 2 mils minimum 

		thickness, or Glass Braid, 7 mils 

		minimum thickness

Perfluoroalkoxy Alkane (PFA)
TEMPERATURE (°C)

•	150°C, 200°C, 250°C

VOLTAGE

•	150 V, 300 V, 600 V, 1000 V, 25 KVDC

CONDUCTOR RANGE/TYPES

•	24AWG - 4/0AWG, Solid, Stranded, 	

		Tin-Plated Copper, Silver-Plated 		

		Copper or Nickel-Plated Copper

APPLICATION

•	Internal wiring of appliances, 		

		electronic equipment, or gas ignitor 	

		systems

FLAME RATINGS

•	Horizontal, VW-1

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES
•	1858, 1859, 1709, 1710, 10870, 1726, 		

		1727, 1911,10129, 10362,10371, 		

		10486

OPTIONAL

•	Colored Insulation

Ethylene tetrafluoroethylene (ETFE)
TEMPERATURE (°C)

•	150°C, 200°C

VOLTAGE

•	300 V, 600 V, 10000 V

CONDUCTOR RANGE/TYPES

•	24AWG - 4/0AWG, Solid, Stranded, 	

		Tin-Plated Copper, Nickel-Plated  		

	 Copper, Silver-Plated Copper or 		

		Copper

APPLICATION

•	Internal wiring of appliances, 		

  electronic equipment, ignition systems 	

		in gas ranges or gas or Àeld oil 	 	
		burners

FLAME RATINGS

•	Horizontal, VW-1

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES
•	1643, 1644, 1671, 10086, 10109, 10125, 	

		10126, 10185, 10412, 10202

OPTIONAL

•	Colored Insulation
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Extruded Insulation (Continued) Tape Insulation

Silicone

TEMPERATURE (°C)

•	150°C, 200°C, 230°C, 250°C

VOLTAGE

•	150 V, 300 V, 600 V, 1000 V, 5000 V, 

7500 V, 10000 V, 25 KVDC, 50 KVDC

CONDUCTOR RANGE/TYPES

•	22AWG - 4/0AWG, Solid, Stranded, 	

		Nickel-Plated Copper, Silver-Plated 	

		Copper, Tin-Plated Copper or Copper

APPLICATION

•	Internal wiring of appliances, 		

		electronic equipment or oil-burner 		

		ignition circuits

FLAME RATINGS

•	Horizontal, VW-12, FT22

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES

•	3069, 3070, 3100, 3101, 3123, 3127, 		

		3128, 3132, 3133, 3134, 3137, 3212, 		

		3213, 3214, 3215, 3216, 3217, 3231, 		

		3239, 3278, 3303, 3410, 3529, 3530, 		

		3580, 3604, 3644, 3974, 10475, 3071, 		

		3074, 3075, 3122, 3125, 3135, 3139, 		

		3143, 3144, 3172, 3231, 3262, 3268, 		

		3270, 3304, 3318, 3322, 3367, 3479, 		

		3512, 3513, 3561, 3576, 3789, 3257

OPTIONAL

•	Colored Insulation

•	Optional Coverings1, Fiberglass Braid, 	

		Aramid Braid, Glass Yarn Wrap over 	

		conductor, Fiberglass Serve, Polyester 	

		Braid

Mica Glass Tape (MGT)
TEMPERATURE (°C)

•	200°C,  250°C, 350°C, 450°C, 550°C

VOLTAGE

•	300 V, 600 V

INSULATION TYPES

•	Mica Tape, Mica Tape + PTFE Tape, 	

		Mica + Serve + Glass Braid, Mica 		

		Tape & Glass Serve

CONDUCTOR RANGE/TYPES

•	22AWG - 2/0AWG, Solid, Stranded, 	

		Nickel-Plated Copper or Copper

COVERING1

•	Glass Braid, 5 mils - 20 mils1

•	APPLICATION

•	Internal wiring of appliances and 		

		domestic, commercial and industrial 	

	 ovens. Can be used in cooking, 		

		curing 	 and drying equipment 		

	 and similar high 				 

	 temperature environments including 	

		electric heaters, blast furnaces, coke 	

		ovens, basic oxygen furnaces and 		

	 cement kilns where temperatures do 	

		not exceed 450°C

•	FLAME RATINGS

•	Horizontal, VW-12

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES

•	5107, 5359, 5360, 5108, 5134, 5259, 	

		5294, 5128, 5334, 5335, 5390, 5424, 	

		5425

OPTIONAL SHIELDS2

•	36 - 30AWG, SST 304, 36-30 AWG 	

		Type “A” Nickel or 27% minimum 		

	 nickel coated copper or nickel-		

		chromium-iron or stainless steel

OPTIONAL

•	Colored Insulation

•	Optional Tracers

Teflon Glass-Glass Tape (TGGT)
TEMPERATURE (°C)

•	 250°C

VOLTAGE

•	300 V, 600 V

INSULATION TYPES

•	PTFE Tape + Serves, PTFE Tape + 	

		Serves (2 layers), PTFE Tape + Glass 	

		Tape or Aramid Fiber, Glass Tape 

		& Fused PTFE Tape

CONDUCTOR RANGE/TYPES

•	22AWG - 2AWG, Solid, Stranded, 		

		Nickel-Plated Copper, Nickel

COVERING1

•	Glass or K-Fiber Braid

APPLICATION

•	Internal wiring of appliances

FLAME RATINGS

•	Horizontal

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES

•	5127, 5180, 5251, 5256, 5257, 5344

OPTIONAL SHIELDS

•	N/A

OPTIONAL

•	Colored Insulation

Cables

TEMPERATURE (°C)

•	150°C, 200°C, 250°C, 450°C

VOLTAGE

•	300 V, 600 V

CONDUCTOR RANGE/TYPES

•	Number of Conductors range: 1 - 61

APPLICATION

•	Internal wiring of appliances, 		

		electronic equipment or external 		

		interconnection of high temperature 	

		cooking appliances 

FLAME RATINGS

•	Horizontal, VW-12, Cable Flame2

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES

•	1736, 4389, 5588, 20712, 20713, 		

	 21092, 21384, 1668, 1669, 1885, 		

	 4389, 4421, 5107, 5359, 5587, 20369, 		

	 20710, 20711, 21385,  1885, 5315, 		

	 5316, 5318, 10487, 10488, 21081, 		

	 21091, 21386

OPTIONAL

•	Colored Jackets

•	Optional Covers by UL Style

High Temperature
Line Card



1 Does not cover all UL styles
2 Covers speciÀc constructions

Tape Insulation (Continued)

Teflon Glass Tape (TGT)
TEMPERATURE (°C)

•	250°C

VOLTAGE

•	300 V, 600 V

INSULATION TYPES1

•	PTFE Tape, PTFE

CONDUCTOR RANGE/TYPES

•	22AWG - 2AWG, Solid, Stranded, 

Nickel-Plated Copper

COVERING1

•	Glass Braid, 5 mils, Glass Braid, 		

		Optional Glass Serve or Tape

APPLICATION

•	Internal wiring of appliances 

FLAME RATINGS

•	Horizontal

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES

•	5035, 5047, 5181, 5253, 5254

OPTIONAL SHIELDS

•	N/A

OPTIONAL

•	Colored Insulation

PTFE Tape
TEMPERATURE (°C)

•	200°C, 250°

VOLTAGE

•	300 V, 600 V, 1000 V

INSULATION TYPES1

•	Fused PTFE Tape

CONDUCTOR RANGE/TYPES

•	22AWG - 2AWG

COVERING1

•	N/A

APPLICATION

•	Internal wiring of appliances 

FLAME RATINGS

•	Horizontal

APPROVED STANDARDS

•	UL 758, CSA C22.2 No. 210 (AWM)1

UL STYLES

•	5229, 5230, 5231

OPTIONAL SHIELDS2

•	N/A

OPTIONAL

•	Colored Insulation
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