
        2-Hour Fire Rated Metal Clad Cable Listed to UL 2196. Required in high rise buildings (over 75’),
        hospitals and areas of assembly (>1000 ppl.) Code driven applications include fire pump feeders
        and emergency feeder at 600 V.

Key Words

    • 2-Hour Fire Rated Cable • MC Cable

    • UL 2196              • Fire Rated Cable

    • ULC S-139             • Life Safety Cable

    • VITALink              • NFPA 70, 72, & 101  
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Product Offering

    • Sizes: 14AWG – 750MCM (Multi-Conductor)
    • Singles: 1/0 – 750MCM
    • Voltage: 600 V
    • Conductor: Class B Copper

    • Insulation: LSZH Silicone
    • Armor: Continuously Corrugated Welded Copper
                  - Serves As Ground Path

Listings & Standards

    • UL Listed Type MC
    • UL Listed 2196

    • IEEE 1202/FT4
    • Direct Burial

Features & Benefits

    • Thermoset Construction
    • MC Armor –Suitable for Ground Path
    • Higher Ampacities for Single Conductors
    • Flexibility

    • 50% Lower Installed Cost vs. MI Cable

Applications & Markets

    • Fire Pumps                         • Commercial Infrastructure
    • Emergency Feeders           • Transit Infrastructure
    • Smoke Ventilation Fans

Benefits

    • MC Armor Serves as Ground Path Meeting Code
    • Single Conductors for > 1/0
    • Improved Ampacity Resulting in Smaller Cables
    • Improved Flexibility Over Large Multi-Conductors
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Benefits of Construction  

  Class B Stranding: The conductors feature Class B stranding, which aligns with the 
  stranding used in most commercial 600V power cables, ensuring compatibility and reliability. 
  Ceramifable Silicone Insulation: The insulation is made from cerama able silicone, offering   
  exceptional performance under fire conditions. It maintains the circuit's integrity without fault 
  during a fire while remaining flexible and easy to terminate in normal conditions. 
  Welded Armor: The welded armor is impervious to moisture, providing enhanced durability   
  and protection. The copper armor also serves as a continuous ground path, exceeding the 
  NEC and CEC requirements, meaning no additional ground wire is needed. 
  Optional LSZH Jacket: An optional Low Smoke Zero Halogen (LSZH) jacket can be added, 
  providing extra protection in corrosive environments that could otherwise damage the copper   
  armor.  

Why Choose VITALink® MC vs.

Others?

VITALink® MC provides a 2- Hour Fire Rated
cable solution that meets the requirements
of the NEC, NBC and CEC.
VITALink® MC comes as an assembly that is
part of a UL Listed system.

Roll it off the reel and secure it every 4’ to
concrete wall. Other systems have 10
variables in installation that can go wrong.
VITALink® MC provides the easiest to use
600 Volt solution in the market with the
highest level of con dence.

Standard Terminations add to 

ease of use.

Grounding from armor is 

mechanically bonded through 

the connectors.

90°C    600 V

TEMPERATURE 

RANGE

VOLTAGE

 RANGE

Fire Conditions

High Temperature • Impact Resistant
Water Resistant

Conductor
Copper, Class B Strand

Insulation
Ceramifable Silicone - LSZH

Armor
Copper

NOT PICTURED:
Single Conductor
Optional LSZH Jacket

Conductor
Copper, Class B Strand

Insulation

Copper

NOT PICTURED:
Single Conductor

1010°C    
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