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Commercial Buildings
   VITALink®  MC/RC90:

   • Single Conductor, 1/0-750 MCM

   • Multi-conductors, 14 AWG-600 MCM

   • Continuously Corrugated & Welded 

      Copper Armor

   • 600 Volt

VITALink®  MI:

   • Single Conductor, 2 AWG-500 kcmil 2 AWG – 500 kcmi
   • Multi-conductors, 16 AWG-4AWG

   • Annealed Solid CopperConductor 

    & Copper Armor 

   • 600 Volt

Transit
   VITALink®  MC/RC90:

   • Single Conductor, 1/0-750 MCM

   • Multi-conductors, 14 AWG-600 MCM

   • Continuously Corrugated & Welded 

      Copper Armor

   • 600 Volt

   VITALink®  Armored CI:

   • 2-8 Conductors

   • 12 AWG & 14 AWG Unshielded

   • 12 AWG & 16 AWG Shielded

   • 300 Volt

Public Safety DAS (ERCES)
   Trilogy®  2-Hour:

   • 1/2” Fire Resistant Plenum

   • UL 2196 Circuit Integrity (with 

      or without 2" conduit)

   Trilogy®  Metal Raceway:

   • 1/2” Fire Retardant Plenum

   • Unique, Crush-Resistant 

     Interlocked Aluminum Design

   Trilogy®  Plenum:

   • 1/2” Fire Resistant Plenum

Performance Standards    

   • NFPA 70, 72, & 130

   • NFPA-262, Canada CSA 22.2

      /FT6

Power
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Communications & Data

Firewall®  LSZH Tray Cables for 

Power, Control, and Instrumentation: 

   • Typically 2-37 Conductors or Pairs

   • 600, 1000 & 2000 Volt

Firewall®  LSZH XHHW-2 &RW90:

   • 18 AWG-750 MCM

   • 600 & 1000 Volt

   Firewall®  LSZH RHW-2:

   • 14 AWG-1100 MCM for power, 

      including traction power

   • 600, 1000 & 2000 Volt

Performance Standards
   • UL FHIT & ULC FHIT7 Systems

   • UL 2196/ULC-S139

   • UL 1685 - IEEE 1202/FT4-ST1

   • UL Listed Type MI per NEC Article 

     332 

   • NBC OS1, NBC 3.2.7.10, & NBC 

     3.2.6

   • AREMA 10.3.26 

   • NFPA 70, 72,101, 130, & 502

   • CSA Listed FAS 105 ST1 FT4 &

     CSA 22.2 No. 38

Firemans’ Telephone
   VITALink® Dual Rated CI/CIC:

   • 2 Conductor, 18-12 AWG 

   • Shielded & Unshielded

   • 300 Volt

   • 6 Twists Per Foot

Area of Refuge
   VITALink® Dual Rated CI/CIC:

   • 2 Conductor, 18-12 AWG 

   • Shielded & Unshielded

   • 300 Volt

   • 6 Twists Per Foot

   

   VITALink® Ethernet:
   • 2-4 Pairs, 18 AWG

   • Shielded & Unshielded

   • 300 Volt

Performance Standards
   • UL FHIT & ULC FHIT7 Systems

   • UL 2196/ULC-S139

   • UL 1424, 13, 444

   • NFPA 70, 72, 101, 130, & 502

   • CSA Listed FAS 105 ST1 FT4 
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Fire Alarm
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Circuit Integrity
   DEKAFlame® 750°C for 90 Mins:

   • Multi-conductor

   • 20-10 AWG,  Stranded Tinned 

     Copper 

   • Shielded or Unshielded

   • LSZH Jacket

   • 300 & 600 Volt

 

   DEKAFlame® 830°C for 120 Mins:

   • Multi-conductor

   • 18-10 AWG, Stranded Bare or 

     Tinned Copper

   • Shielded or Unshielded

   • LSZH Jacket

   • 300 & 600 Volt

Performance Standards
   • IEC 60331-11 & -21(750°C/1382°F) 

     for 90 mins & IEC 60331-1 or -2 

     (830°C/1526°F) for 120 mins

   • BS 6387 Category CWZ

   • UL 13/2250 Type PLTC/ITC (300V)

   • ICEA S-73-532 (300V, 600V)

   • UL 1277 Type TC (600V) 

   • UL 2225/1569 Type MC-HL (600V)

 

Oil & Gas

Circuit Integrity
 VITALink®  MC/RC90:

   • Single Conductor, 1/0-750 MCM

   • Multi-conductors, 14 AWG-600 MCM

   • Continuously Corrugated & Welded 

      Copper Armor

Low Voltage
   Multiconductor Fire Alarm:

   • 2-8 Conductors

   • 18-12 AWG Solid Copper

   • 16-12 AWG Stranded Copper

   VITALink® 2 Hour Fire Rated:

   • 2 Conductor, 18-12 AWG, CI/CIC

     Shielded & Unshielded

   • 1-4 Pairs, 14-12 AWG, Continuously 

      Corrugated & Welded Copper Armor

   • 2-4 Pairs, 18 AWG, Shielded &

     Unshielded Ethernet

   • 1-4 Individually Shielded Pairs, 

     16 AWG Armor

Performance Standards
   • UL FHIT & ULC FHIT7 Systems

   • UL 2196/ULC-S139

   • UL 1424, 13, 444

   • NFPA 70, 72, 101, 130, & 502

   • CSA Listed FAS 105 ST1 FT4

Circuit Integrity
   VITALink® 2000:

   • Multi-conductor 

   • 16 AWG-750 kcmil, Stranded

   • Nickel Coated Copper

   • UL 1709 (2000F), 1277 Type

   • UL TC-ER-HL

   VITALink® TC/NCC:

   • Multi-conductor 

   • 16 AWG-750 kcmil, Stranded

   • Nickel Coated Copper
  
   VITALink® MC/NCC:

   • Multi-conductor 

   • 16 AWG-750 kcmil, Stranded

   • Nickel Coated Copper

Performance Standards
   • UL 1709 (2000F), 1277 Type TC

   • cUL per CSA C22.2 No. 239 CIC

     & No. 230 Type TC

   • Wet Rated 90°C Insulation (RHW-2) 

     (RFHH-3 16 AWG)

   • Modifited IEC 60331 (2000F)

   • UL Type MC-HL (MC-NCC)

   • UL Type TC-ER-HL (MC-NCC)

 

Our Trusted Legacy Brands
We’re proud to build on a foundation 
of excellence through our legacy 

product brands:

  VITALink®

  Industry-leading fire-rated cable 
  solutions known for 2-hour circuit 

  integrity across a range of 

  applications.

  Trilogy®

  High-temperature coaxial solutions 

  supporting Emergency Responder

  Communication Enhancement 

  Systems (ERCES).

  Firewall®
  Low smoke, zero halogen (LSZH) 

  cables trusted in transit and industrial 
  environments for their durability and 
  safety.

  DEKAFlame®

  High-performance fire-resistant 

  cables rated to IEC 60331, ensuring 
  circuit integrity in extreme heat for 

  critical control and instrumentation.

These trusted brands continue to 
power critical fire & life safety 

systems with proven performance 

and innovation.
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