
ROCK-TUFF®AdvantageROCK-TUFF®Advantage

•	Single core power, control and instrumentation - 600V and 2KV

•	Irradiated Crosslinked Polyolefin Insulation 

•	Ideally suited for use in rugged mining applications

•	Excellent flame retardance, acid gas, and electrical 
characteristics

•	Multi-core shielded and unshielded cables

•	Mining Safety & Health Administration (MSHA) approval

•	Customizable to meet unique customer needs
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•	SUPERIOR Mechanical Abrasion Resistance

•	SUPERIOR Insulation Resistance when exposed to water

•	SUPERIOR Oil Resistance (@ 150°C)

•	SUPERIOR Oil Swell Characteristics

PERFORMANCE

CHARACTERISTICS
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ROCK-TUFF®

Test Requirement

Oil  Resistance

Oil Resistance Test II @ 150°C
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0%

50%

27%

60%

Unaged Elongation

Unaged Elongation
(% Increase in Length)

0

100

200
260%

200%

Abrasion Resistance

Mechanical Tests: Abrasion 
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33% Less Swell

60% > Elongation 1000 PSI > in Tension

•	SUPERIOR Oil Swell Characteristics

•	SUPERIOR Mechanical Abrasion Resistance

•	SUPERIOR Insulation Resistance when exposed to water

•	SUPERIOR Oil Resistance (@ 150°C)

~160% More Cycles
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